Petroglyph Operating Co., Inc.

P.O. Box 1839
Hutchinson, KS 67504-1839

October 3, 1997

ECEIVE

Utah Division of Oil, Gas, & Mining

1594 West North Temple 0CT 141397

Box 145801

Salt Lake City, UT 84114-5801 DIV. OF OIL, GAS & MINING

RE: APPLICATION FOR PERMIT TO DRILL
UTE TRIBAL #19-14
SE/SW, SEC. 19, T5S, R3W
DUCHESNE COUNTY, UTAH
LEASE NO. BIA 14-20-H62-3514
UTE TRIBAL LANDS

Enclosed please find a copy of the Application for Permit to Drill and associated
attachments for the referenced well.

Please address further communication regarding this matter (including approval) to:

Ed Trotter
P.O.Box 1910
Vernal, UT 84078
Phone # (801) 789-4120
Fax # (801) 789-1420
Sincerel
/” 5
d Trotter
Agent -

Petroglyph Operating Co., Inc.

Attachments

/EHT/dmt



Ft;rm 3160-3 SUBMIT IN ngAT!?

July 1992 instructi [ (;:RCA)B%(?P TOVED
he ructions on .
Gty 1992) UNITED STATES (O everse side) Expires: Febrasy 29, 1905
DEPARTMENT OF THE INTERIOR 5. LEASE DRSIGNATION AND BERIAL No:
BUREAU OF LAND MANAGEMENT 14-20-H62-3514
Pp I Tl N EN 6. IF INDIAN, ALLOTTER OR TRIBE NAMD
- APPLICATION FOR PERMIT TO DRILL OR DEEP UTE INDIAN TRIBE
a. TYPE OF WORK
DR".L @ DEEPEN D 7. UNIT AGREEMBNT NaMB
b. TYPE OF WELL
Wal o ornm i sl W L s
2. NAMD OF OPERATOR UTE TRIBAL
PETROGLYPH OPERATING COMPANY, INC. 8. amwELNo.
3. ADDRESS AND TELEPHONBNO. #19-14
0. B . ! . 10. FIELD AND POOL, OR WILDCAT
Z_Eocnrgx orow)gnnﬁ(gZport llzc(n)t(;)oi EXE}' ;]:ld lnq'cI‘coArg,nce ?rl%hoagyG 8 { ents.* ) ANTELOPE CREEK
At suriace
¥ 3%9 ‘CEUQN ﬂD ENT 11. BRC., T., E., M., O BLE.
R 601' FSL & 1922' FWL SE/SW AND SURVEY OR ARKA
t .
proposed prod. zone SEC. 19, T5S, R3W
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE® 12. COUNTY OR FaRIGH| 13, 8TATE
21.8 MILES SOUTHWEST OF MYTON, UTAH DUCHESNE UTAH
10. DISTANCE FROM PROPOSED® 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ABSIGNED -
mortat 82 s 60714 o e 80
(Also to nearest drig. unit Hne, it any) - 640
18. DISTANCE FROM TROIOSED LOCATION® 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED, ROTARY
OR APPLIED FOR, ON THIS LEASE, FT. 5938.1l
21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROX. DATE WORK WILL START®
6360.1' GRADED GROUND OCTOBER 1997
2. PROPOSED CASING AND CEMENTING PROGRAM
SIZE OF HOLE GRADEB, SIZB OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT
127174 8 5/8 24.0% 2007 135 sx class "G" + 29% CaCl,
/7 778 > 172 15.5% 5938.1' + 1/4 #/sx celloflake.
50/50 POZMIX + 2% GEL + 10%

SALT TO 400' ABOVE ALL ZONES
OF INTEREST (+ 10% EXCESS).
- LIGHT CEMENT (11 PPG+) +
lAL LCM TO 200' ABOVE OIL SHALE
OR FRESH WATER INTERVALS (+
5% EXCESS).

CONFIDEN

PETROGLYPH OPERATING COMPANY, INC. WILL BE THE DESIGNAT E@EHVE
OPERATOR OF THE SUBJECT WELL UNDER BOND #4556 . v

pc: Utah Division of 0il, Gas, and Mining , OCT 14 1997
Bureau of Indian Affairs, Fort Duchesne, Utah
Ute Tribe, Fort Duchesne, Utah

DIV. OF OIL, GAS & MINING

IN ABOVE SPACE DESCRIBE BROPOSED PROGRAM: If proposal is to deepen, give data on present productive zone and proposcd new productive zone. If proposal is to drill or
deepen directionally, give pcnin{nl on subsurface locations and measured and true vertical depths. Give blowout preventer program, if any.

23,
stoxEn /éi)’gftl:, ~msAGENT FOR PETROGLYPH oare_ 10 —& ~97

(This spuce for Federal or State office use)

PERMIT No. //3 - O /3 e 3/ 74 é é APPROVAL DATE

Application approval does not warrant or cestify that the appicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct operations thereon.
QONDITIONS OF APPRq iF ANY:

APPROVED BY / ”Z g 54& e Asgoéi'g_,t _Q/‘t()é/ DATE /0/ 27//¢/7

*See Instructions On Reverse Side

Title 18 U.S.C. Section 1001, makes it a cfime for any person knowingly and willfully to make to any department or agency of the
AaaVuine e e e . .
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PETROGLYPH OPERATING CO., INC.
T5S R3SW U S.B.&M. Well Location, UTE TRIBAL #19~14, located as
4 ) ) . . .

shown in the SE 1/4 SW 1/4 of Section 19,
T3S, R3W, U.S.B.&M. Duchesne County, Utah.

S89'57'E ~ 80.02 (G.L.0.)

BASIS OF ELEVATION
Set Stone,
Pille of Stones

SPOT ELEVATION AT THE NORTHWEST CORNER OF SECTION
30, T5S, R3W, U.S.B.&M. TAKEN FROM THE DUCHESNE

SE QUADRANGLE, UTAH, DUCHESNE COUNTY, 7.5 MINUTE
SERIES (TOPOGRAPHICAL MAP) PUBLISHED BY THE

UNITED STATES DEPARTMENT OF THE INTERIOR,

GEOLOGICAL SURVEY. SAID ELEVATION IS MARKED .
AS BEING 6116 FEET. '

NORTH (G.L.0.)

NOTE:

BASIS OF BEARINGS (S THE WEST
LINE OF SECTION 30, 155, R3W,
US.B.&M. WHICH IS ASSUMED FROM
G.L.O. INFORMATION TO BEAR NORTH.

5267.91° (Meas.)

‘Sct Morked 79

Stone

1000’
500’

-

g ——

SCALE

1000’

CERTIFICATE

THIS IS TO CERTIFY THAT THE ABOVE PLAT WAS PREPARED FROM .

FIELD NOTES OF ACTUAL SURVEYS MADE BY VARAIY, MY

SUPERVISION AND THAT THE SAME ARE\ DAW TO THE
ot

2638.45° (Meas.)
NOO'00'08"W

UTE TRIBAL #19-14 )
=] 975 @ Flev. Ungraded Ground — 6366’ REGSTRATION {

STAE OF°,U H AY
-, i

NOO0721°W

5 Set Marked N -
Set % P TR
© Stone Stone, Pie ) Untan  ENGINEERING &"Ijjifq; Supvatc

)
1 1/2° Galv. cop, NB955'36°E 2622.17° (Meas.) NEI59°02°E 2643.66° (Meas.) 85 SOUTH 200 FAST ~ VERNWALuUMY 84078
Set Marked Stone,

Sot Marked Ston (801) 789-1017

} 08 [ ]

of Stones LEGEND: SCALE DATE SURVEYED: _ |DATE DRAWN:
1" = 1000 6-19—~97 6-30-97

L = 90 symsoL AN cat REFERENCES ;

@ = PROPOSED WELL HEAD. o A =0 G.L.O. PLAT

WEATHER FILE
SECTION CORNERS LOCATED. ~ WARM PETROGLYPH OPERATING CO., INC.




EIGHT POINT PLAN
UTE TRIBAL #19-14
SE/SW, SEC, 19, T5S R3W
DUCHESNE COUNTY, UTAH
1. ESIIMAIED—IQESQEIMRQRIANI_GEQLQ_GIQMARKER&
FORMATIONS DEPTH SUBSEA
Mahogany Shale 2764.1 3606
"X" Marker 4330.1 2040
Douglas Creek 4472.1 1898
"B" Limestone 4850.1 1520
B/Castle Peak Limestone 5409.1 961
Basal Carbonate Limestone 5826.1 542
Total Depth 5938.1 432
Anticipated BHP 2000 psi
2.
Depth Subsea
Oil/Gas Douglas Creek 4472.1 1898
0il/Gas B/Castle Peak 5409.1 961
Other mineral zones N/A

3. PRESSURE CONTROL EQUIPMENT : BOP Schematic Diagram attached.

4. CASING PROGRAM :
_MINIMUM SAFETY FACTOR
HOLE SIZE INTERVAL LENGTH SIZE WEIGHT GRADE _COLLAPSE BURST TENSILE
12 1/4 0" - 250 250’ 85/8 24.0# J-55 1370 PSI 2950 PSI 263,000#
717/8 0'-5938.1'" 5938.1' 51/2 155# M-50 3650 PSI 4550 PSI 186,000#

All casing will be new or inspected.



EIGHT POINT PLAN
UTE TRIBAL #
~SEC. , T5S R3W
DUCHESNE COUNTY, UTAH
5. MUD PROGRAM
INTERVAL MUD TYPE
0 - 250 Air
250' - 4000' Air/Mist & Aerated Water
4000' - TD Air/3% KCL water or KCL substitute
TD Gel/polyacrylamide polymer w/5-10% LCM

Sufficient mud inventory will be maintained on location during drilling to handle any adverse
conditions that may arise.

6. VARIANCE REQUESTS:

A. Petroglyph Operating Co., Inc. requests a variance to regulations requiring a straight run
blooie line.

B. Petroglyph Operating Co., Inc. requests a variance to regulations requiring an automatic
ignitor or continuous pilot light on the blooie line.

7. EVALUATION PROGRAM:

Logs: Mud Logging T.D. to base of surface csg.
Compensated Density-Compensated Neutron Log T.D. to base of surface csg.
Dual Laterolog - Micro-SFL T.D. to base of surface csg.
Numar (Magnetic Resonance Imaging Log) @ Geologists discretion

Cores: None Programmed
DST: None Programmed

Completion: To be submitted at a later date.

8. ABNORMAL CONDITIONS:

None anticipated.



A. Choke Manifold

B. Kelly Cock

C. Stabbing Valve

D. Visual Mud Monitoring

10. HAZARDOUS CHEMICALS:

No chemicals subject to reporting under SARA title IIT in an amount equal to or greater than 10,000
pounds will be used, produced, stored, transported, or disposed of annually in associaton with the
drilling of this well. Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in
threshold planning quantities, will be used, produced, stored, transported, or disposed of in associaton
with the drilling of this well.

(Attachment: BOP Schematic Diagram)



2000 PSIG DIAGRAM

BOTH RAMS ARE 2000 PSIG RATED.
CASING FLANGE IS 9" 2000 PSIG RATED.
BOPE 9" 2000 PSIG

TESTING PROCEDURE:

1. BOPE 's will be tested with a professional tester to conform to
Onshore Order #2 with retest every 14 days.

2. Blind & Pipe rams will be tested to rated working pressure, 2000 psig

3. Casing will be tested to 0.22 psi/ft. or 1500 psig. Not to exceed 70%
of burst strength, whichever is greater.

4. All lines subject to well pressure will be pressure tested to the same ROTATI
pressure as blind & pipe rams. HEAD
5. All BOPE specifications and configurations will meet Onshore Order #2
requirements for 2000 psig BOPE specifications. I
o~ ) §
| - e
| » | &
| |
PIPE RAMS
CHOKE MANIFOLD
2" MIN
ADJUSTABLE CHOKE
B &
TO MUD/GAS SEPARATOR BLIND RAMS . |
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CONDITIONS OF APPROVAL
FOR THE SURFACE USE PROGRAM OF THE
APPLICATION FOR PERMIT TO DRILL

Company/Operator: _Petroglyph Operating Co., Inc.

Well Name & Number: Ute Tribal #19-14

Lease Number: BIA 14-20-H62-3514

Location: 601' FSL & 1922' FWL SE/SW, Sec. 19, T5S R3W
U.S.B.&M., Duchesne County, Utah

Surface Ownership: Ute Indian Tribe

NOTIFICATION REQUIREMENTS
Location Construction - forty-eight (48) hours prior to construction of
location and access roads.
Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding the
well.

Casing String and

Cementing - twenty-four (24) hours prior to running casing and
cementing all casing strings.

BOP and related

Equipment Tests - twenty-four (24) hours prior to running casing and
tests.

First Production

Notice - within five (5) business days after new well begins
or production resumes after well has been off
production for more than ninety (90) days.

For more specific details on notification requirements, please check the
Conditions of Approval for Notice To Drill and Surface Use Program.



THIRTEEN POINT SURFACE USE PROGRAM

1._EXISTING ROADS

A.

B.
C.
D.
E.

Q=

See attached Wellsite Plats showing directional reference stakes on
location, and attached TOPO Map "B" showing access to location from
existing road.

The proposed well site is located approximately 21.8 miles southwest of
Myton, Utah - See attached TOPO Map "A".

Refer to attached Topographic Map "A" showing labeled access route to
location.

Existing roads will be maintained and repaired as necessary. No off
lease Right-of-Way will be required.

. PLANNED ACCESS ROAD

The access road will be approximately 300 feet in length.
See attached TOPO Map "B".
The access road has a 30 foot ROW w/18 foot running surface.

Maximum grade on access road will be 8%
No turnouts will be required.
Road drainage crossings shall be of the typical dry creek drainage

crossing type.
No culverts, bridges or major cuts & fills will be required.

. The access road will be dirt surface.
. No gates, cattleguards or fences will be required or encountered.

New or reconstructed roads will be centerlined - flagged at time of
location staking.

All travel will be confined to existing access road Right-of-Way.
Access roads and surface disturbing activities will conform to
standards outlined in the Bureau of Land Management and Forest

Service Publication: Surface Operating Standards For Oil & Gas
Exploration and Development, (1989).
The road shall be upgraded to meet the standards of the anticipated

traffic flow and all-weather road requirements. Upgrading shall
include ditching, drainage, graveling, crowning, and capping the



roadbed as necessary to provide a well-constructed safe road.

Prior to upgrading, the road shall be cleared of any snow cover and
allowed to dry completely. Traveling off the 30 foot Right-of- Way
will not be allowed.

Road drainage crossings shall be of the typical dry creek drainage
crossing type. Crossings shall be designed so they will not cause
siltation or accumulation of debris in the drainage crossings nor
shall the drainages be blocked by the roadbed. Erosion of drainage
ditches by run off water shall be prevented by diverting water off at
frequent intervals by means of cutouts. Upgrading shall not be
allowed during muddy conditions. Should mud holes develop, they
shall be filled in and detours around them avoided.

As operator, Petroglyph Operating Co., Inc. shall be responsible for all
maintenance on cattleguards, or gates associated with this oil and/or
gas operation.

3. LOCATION OF EXISTING WELLS WITHIN A ONE MILE RADIUS OF
PROPOSED WELL LOCATION

A. Water wells - None
B. Abandoned wells - None
C. Temporarily abandoned wells - None.
D. Disposal wells - None.
E. Drilling wells - None.
F. Producing wells - 8*
G. Shut in wells - 1*
H. Injection wells - 1*
(*See attached TOPO map "C" for location)

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

A. ON WELL PAD
1. Tank batteries - None
2. Production facilities-To be submitted later
3. Oil gathering lines - None



4. Gas gathering lines-None
5. Injection lines - None

6. Disposal lines - None

7. Surface pits - None

B. OFF WELL PAD

1.

2.

Proposed location of attendant off pad flowlines shall

be flagged prior to archaeological clearance.

A 4 1/2" OD steel above ground production pipeline will be
laid approximately 2425' from proposed location to a point in
the SE/SW of Section 19, T5S, R3W, where it will tie into
Petroglyph Operating Co., Inc.'s existing pipeline. Proposed
pipeline crosses Ute Tribe lands, thus a Right-of-Way grant
will be required. See attached TOPO Map D showing
pipeline route.

- Proposed pipeline will be a 4 1/2" OD steel,

welded line laid on the surface.

. Protective measures and devices for livestock and wildlife

will be taken and/or installed where required.

If storage facilities/tank batteries are constructed on this
lease, the facility/battery or the well pad shall be
surrounded by a containment dike of sufficient capacity to
contain, at a minimum, the entire contents of the largest
tank within the facility/battery, unless more stringent
protective requirements are deemed necessary by the
authorized officer.

The production facilities will be placed on the Northeast
side of the location.

All permanent (on site for six months or longer) structures
constructed or installed (including pumping units) will be
painted a flat, non-reflective, earthtone color to match one
of the standard environmental colors, as determined by the
Rocky Mountain Five State Interagency Committee. All
facilities required will be painted within 6 months of
installation. Facilities required to comply with O.S.H.A.



(Occupational Safety and Health Act) will be excluded.
The required paint color is Desert Brown.

5. LOCATION & TYPE OF WATER SUPPLY.

A. Water supply will be from Target Trucking's Roosevelt Brine Storage and/or Target's
water source in SE 1/4, Sec. 1, T 4S, R 5W Duchesne County, Utah (State water right
#43-10152). All water will come from a non-depletable source.

B. Water will be hauled by Target Trucking.

C. No water well will be drilled on lease.

6. SOURCE OF CONSTRUCTION MATERIAL

A. All construction material for this location and access road will be
of native borrow and soil accumulated during the construction of
location.

B. All construction material will come from Ute Tribal Land.

C. No mineral materials will be required.

7. METHODS OF HANDLING WASTE DISPOSAL

A. METHODS AND LOCATION

1. Cuttings will be confined in the reserve pit.

2. A portable toilet will be provided for human waste during
the drilling and completion of the well. Disposal will be
at the Vernal sewage disposal plant.

3. Burning will not be allowed. Trash and other waste material
will be contained in a wire mesh cage and disposed of at an
approved waste disposal facility.

4. Produced waste water will be confined to a lined pit or
storage tank for a period not to exceed 90 days after
initial production. During the 90 day period, an
application for approval of a permanent disposal method and
location, together with the required water analysis, will be
submitted for the AO's approval.



5. All chemicals will be disposed of at an authorized disposal
site. Drip pans and absorbent pads will be used on drilling
rig to avoid leakage of oil to pit.

B. Water from drilling fluids and recovered during testing operations
will be disposed of by either evaporating in reserve pit or be
removed and disposed of at an authorized disposal site.
Introduction of well bore hydrocarbons to reserve pit will be
avoided by flaring them off in flare pit at time of recovery.

Burning of trash will not be allowed. All trash must be contained in a
trash cage and hauled away to an approved disposal site at the
completion of the drilling activities.

OnBIA admini { land:
All reserve pits will be lined with either native clay, commercial
bentonite or plastic sufficient to prevent seepage. (If a plastic
nylon reinforced liner is used, it shall be torn and perforated
after the pit dries and before backfilling of the reserve pit).

A 12 mill liner shall be installed in the reserve pit.

___To protect the environment:

If the reserve pit is lined the operator will provide the BIA with a
chemical analysis of the fluids in that pit no later than 90 days
after the well completion to determine the method for final
reclamation of the reserve pit. If the elemental concentrations
shown by the chemical analysis exceeds the requirements described
by part II, Standards of Quality for Waters of the State,
Wastewater Disposal Regulations, State of Utah Division of Health,
the contents and liner will be removed and disposed of at an
authorized disposal site.

__To protect the environment (without a chemical analysis)
reserve pits will be constructed so as not to leak, break, or
allow discharge of liquids.

__Storage tanks will be used if drill sites are located on tribal



irrigable land, flood plains, or on lands under crop production.
After first production, produced waste water will be confined to a
lined pit or storage tank for a period not to exceed ninety (90)
days. During the 90 day period, in accordance with NTL-2B, an
application for approval of a permanent disposal method and
location, along with required water analysis, shall be submitted
for the AO's approval. Failure to file an application within the
time allowed will be considered an incident of noncompliance.

8. ANCILLARY FACILITIES

A. No airstrips or camps are planned for this well.

9. WELL SITE LAYOUT

A. Refer to attached well site plat for related topography cuts and
fills & cross sections.

B. Refer to attached well site plat for rig layout and soil material
stockpile location as approved on On-site.

C. Refer to attached well site plat for rig orientation parking areas,
and access road.

The reserve pit will be located on the Southwest side of the location.

The flare pit will be located downwind of the prevailing wind

direction on the Southwest side of the location, a minimum of 100 feet from
the well head and 30 feet from the reserve pit fence.

The stockpiled topsoil will be stored on the North end.

Access to the well pad will be from the Southeast.
N/A_Diversion ditch(es) shall be constructed on the
side of the location (above/below) the cut slope, draining to
the

N/A Soil compacted earthen berm(s) shall be placed on the
side(s) of the location between the
N/A The drainage(s) shall be diverted around the sides of the well pad location.
N/A The reserve pit and/or pad locations shall be constructed long and

narrow for topographic reasons
-X_Corners No. 2, 4, 6, & 8 will be rounded off to minimize excavation.




FENCING REQUIREMENTS

All pits will be fenced according to the following minimum standards:

A. 39 inch net wire shall be used with at least one strand of barbed
wire on top of the net wire. (barbed wire is not necessary if pipe
or some type of reinforcement rod is attached to the top of the

entire fence).

B. The net wire shall be no more than 2 inches above the ground. The
barbed wire strand shall be 3 inches above the net wire. Total height
of the fence shall be at least 42 inches.

C. Corner posts shall be cemented and/or braced in such a manner to keep
the fence tight at all times.

D. Standard steel, wood, or pipe posts shall be used between the corner
braces. Maximum distance between any two posts shall be no greater
than 16'.

E. All wire shall be stretched by using a stretching device before it is
attached to the corner posts.

The reserve pit fencing will be on the three sides during drilling
operations and on the fourth side when the rig moves off the location.
Pits will be fenced and maintained until clean-up.

Each existing fence to be crossed by the access road shall be braced and
tied off before cutting so as to prevent slacking of the wire. The

opening shall be closed temporarily as necessary during construction to
prevent the escape of livestock, and upon completion of construction the
fence shall be repaired to BIA or SMA specifications. A cattleguard with
an adjacent 16 foot gate shall be installed in any fence where a road is

to be regularly travelled. If the well is a producer, the cattleguards

(shall/ shall not) be permanently mounted on concrete bases. Prior to a
new road, crossing any fence located on federal land, or any fence between
federal land and private land, the operator will contact the BIA, who will
in turn contact the grazing permittee or owner of said fence and offer
him/her the opportunity to be present when the fence is cut in order to



satisfy himself/herself that the fence is adequately braced and tied off.

10. PLANS FOR RESTORATION QF SURFACE

A. PRODUCING LLOCATION
Immediately upon well completion, the location and surrounding area
will be cleared of all unused tubing, equipment, debris, materials,
trash, and junk not required for production.
Immediately upon well completion, any hydrocarbons on the pit shall
be removed in accordance with CFR 3162.7-1.
If a plastic nylon reinforced liner is used, it shall be torn and
perforated before backfilling of the reserve pit.
The reserve pit and that portion of the location not needed for
production facilities/operations will be recontoured to the
approximate natural contours. The reserve pit will be reclaimed
within 120 days from the date of well completion (weather permitting).
Before any dirt work takes place, the reserve pit will be completely
dry and all cans, barrels, pipe, fluid, and hydrocarbons, will be removed.

Contact appropriate surface management agency for required seed
mixture.

B. DRY HOLE/ABANDONED LOCATION
At such time as the well is plugged and abandoned, the operator
will submit a subsequent report of abandonment and BIA will attach
the appropriate surface rehabilitation conditions of approval.

ON BIA Admini | lands:
Abandoned well sites, roads, or other disturbed areas will be
restored to near their original condition. This procedure will
include: (a) reestablishing irrigation systems where
applicable, (b) reestablishing soil conditions in irrigated
fields in such a way as to ensure cultivation and harvesting of
crops and, (c) ensuring revegetation of the disturbed areas to
the specifications of the Ute Indian Tribe or the BIA at the time
of abandonment.



11. SURFACE OWNERSHIP
Access road: Ute Indian Tribe
Location: Ute Indian Tribe

12. OTHER INFORMATION
A. Petroglyph Operating Co., Inc. will inform all persons in the area who are
associated with this project that they are subject to prosecution for
knowingly disturbing historic or archaeological sites, or for
collecting artifacts. If historic or archaeological materials are
uncovered during construction, the operator will immediately stop
work that might further disturb such materials, and contact the AO.
Within five working days the AO will inform the operator as to:
-whether the materials appear eligible for the National Register of
historic Places;

the mitigation measures the operator will likely have to undertake
before the site can be used.

-a time frame for the AO to complete an expedited review under 36 CFR
800.11 to confirm, through the State Historic Preservation Officer,
that the findings of the AO are correct and that mitigation is
appropriate.

If the operator wished, at any time, to relocate activities to avoid
the expense of mitigation and/or the delays associated with this
process, the AO will assume responsibility for whatever recordation
and stabilization of the exposed materials that may be required.
Otherwise, the operator will be responsible for mitigation costs.
The AO will provide technical and procedural guidelines for the
conduct of mitigation. Upon verification from the AO that required
mitigation has been completed, the operator will then be allowed to
resume construction.

B. As operator, Petroglyph Operating Co., Inc. will control noxious weeds along
Right-of-Ways for roads, pipelines, well sites, or other applicable
facilities. A list of noxious weeds will be obtained from the BIA,



or the appropriate County Extension Office. On BIA administered land,
a Pesticide Use proposal shall be submitted, and given approval,

prior to the application of herbicides or other pesticides or

possible hazardous chemicals.

. Drilling rigs and/or equipment used during drilling operations on
this well site will not be stacked or stored on Tribal Lands after
the conclusion of drilling operations or at any other time without
BIA authorization. However, if BIA authorization is obtained, it is
only a temporary measure to allow time to make arrangements for
permanent storage on commercial facilities.

On BIA admini { land:
Operator's employees, including subcontractors, will not gather
firewood along roads constructed by operators. If wood cutting is
required, a permit will be obtained from the Forestry Department of
the BIA pursuant to 25 CFR 169.13 "Assessed Damages Incident to
Right-of-Way authorization". All operators, subcontractors, vendors,
and their employees or agents may not disturb saleable timber
(including firewood) without a duly granted wood permit from the BIA
Forester.

If the surface rights are owned by the Ute Indian Tribe and mineral
rights are owned by another entity, an approved right-of-way will be
obtained from the BIA before the operator begins any construction
activities. If the surface is owned by another entity and the

mineral rights are owned by the Ute Indian Tribe, rights-of-way will be
obtained from the other entity.

All roads constructed by operators on the Uintah and Ouray Indian
Reservation will have appropriate signs. Signs will be neat and of
sound construction. They will state: (a) that the land is owned by

the Ute Indian Tribe, (b) the name of the operator, (c) that

firearms are prohibited to all non-Ute Tribal members (d) that

permits must be obtained from the BIA before cutting firewood or
other timber products, and (e) only authorized personnel permitted.
All well site locations on the Uintah and Ouray Indian Reservation
will have an appropriate sign indicating the name of the operator,



the lease serial number, the well name and number, the survey
description of the well (either footage or the quarter-quarter
section, the section, township, and range).

\dditional Surface Stioulati

N/A_ No construction or drilling activities shall be conducted between
and because of

N/A__ No surface occupancy will be allowed within 1,000 feet of any sage
grouse strutting ground.

N/A__No construction or exploration activities are permitted within 1.5
mile radius of sage grouse strutting grounds from April 1 to June 30.

N/A__There shall be no surface disturbance within 600 feet of live water
(includes stock tanks, springs, and guzzlers).

N/A__No cottonwood trees will be removed or damaged.

N/A__Pond will be constructed according to BLM specifications
approximately ft. of the location, as flagged

on onsite.

Ed Trotter Vince Guinn

1620 West 750 North P.O. Box 607

Vernal UT 84078 Roosevelt, UT 84066
Telephone # (801)789-4120 (801) 722-2531

Fax # (801) 789-1420 Fax # (801) 722-9145

All lease/or unit operations will be conducted in such a manner that full
compliance is made with all applicable laws, regulations, Onshore Oil and
Gas Orders, the approval plan of operations, and any applicable Notice to
Lessees. Petroglyph Operating Co., Inc. is fully responsible for the actions of
their subcontractors. A copy of these conditions will be furnished to the
field representative to insure compliance.



A copy of the approved APD and ROW grant, if applicable, shall be on
location during construction of the location and drilling activities.

The BIA Office shall be notified upon site completion prior to moving on
the drilling rig.

Certification:

I hereby certify that I, or persons under my direct supervision, have inspected the proposed
drillsite and access route; that I am familiar with the conditions which presently exist; that the
statements made in the Plan are to the best of my knowledge, true and correct; and that the work
associated with the operations proposed herein will be performed by Petroglyph Operating Co.,
Inc. and its contractors and sub-contractors in conformity with this Plan and the terms and
conditions under which it is approved.

lo-5- 97 //gae?\«r&v
/

Date



N

PETROGLYPH OPERATING CO., INC.
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PETROGLYPH OPERATING CO., INC.
Q2 DATE: 6—30—97
N x-section TYPICAL CROSS SECTIONS FOR orawn B Wn
. Scale UTE TRIBAL #9-14 ‘“_ ';,
T A ATIAR 4 A e et v o a e i O ’
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APPROXIMATE YARDAGES ™~ -
(12%) Topsoll Stripping |= 7,970 Cu. Yds. - ~ -
Remaining Location = 20,620 Cu. Yds. ~

TOTAL CUT |=22530 CU.YDS. STA. 0+00 ~

FILL = 18920 CU.YDS.

EXCESS MATERIAL AFTER
5% COMPACTION

Topsoil & Pit Backfill
(1/2 Pit vol.)

EXCESS UNBALANCE
(After Rehabilitation)

= 26710 Cu. Yds.
2,670 Cu. Yds.

]

0 Cu. Yds.

UINTAH ENGINEERING & LAND SURVEYING
86 So. 200 Kast * Vernal, Utah 84078 * (801) 789~1017
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LEGEND: PETROGLYPH OPERATING CO., INC.
---------- PROPOSED ACCESS ROAD N UTE TRIBAL #19-14
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PETROGLYPH OPERATING CO., IN

C.

7 DISPOSAL WELLS & WATER WELLS N UTE TRIBAL #19-14
® PRODUCING WELLS -9~ ABANDONED WELLS SECTION 19, TSS, R3W, U.S.B.&M.
@ SHUT IN WELLS -@- TEMPORARILY ABANDONED 601' FSL 1922' FWL
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" APPROXI. TOTAL PIPELINE DISTANCE = 2425 +/-

LEGEND: PETROGLYPH OPERATING CO., INC.

— =— —— — EXISTING PIPELINE N UTE TRIBAL #19-14
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WORKSHEET

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 10/14/97

WELL NAME: UTE TRIBAL 19-14

T API NO. ASSIGNED: 43-013-31966

OPERATOR: PETROGLYPH OPERATING (N3800)
PROPOSED LOCATION: INSPECT LOCATION BY: / /
SESW 19 - T05S - RO3W
SURFACE: 0601-FSL-1922-FWL TECH REVIEW|Initials Date
BOTTOM: 0601-FSL-1922-FWL
DUCHESNE COUNTY Engineering
ANTELOPE CREEK FIELD (060)
R Geology
LEASE TYPE: IND
LEASE NUMBER: 14-20-H62-3514 Surface
PROPOSED PRODUCING FORMATION: GRRV
RECEIVED AND/OR REVIEWED: LOCATICON AND SITING:
v Plat ___ R649-2-3. Unit:
—_Bond: Federal @ State[] Feel] /
(Number 456 6L ) _ vV R649-3-2. General.
_ﬁL Potash (Y/N)
_M 0il shale (Y/N) __\ﬂR649—3—3. Exception.
__ v/ Water permit
(Number W3 ot 2 ) ___ Drilling Unit.
RDCC Review (Y/N) Board Cause no:
(Date: ) Date:
COMMENTS :

STIPULATIONS:




%)

DIVISION OF OIL, GAS & MINING

OPERATOR: PETROGLYPH OPERATING (N3800)

FIELD: ANTELOPE CREEK (060)

SEC. TWP, RNG: 19 & 30, T5S, R3W

COUNTY: DUCHESNE UAC: R649-2-3 & R649-3-3

GRRV

BRUNDAGE
CANYON

GRRV

GRRV

GRRV

GRRV

®

®
UTE TRIB AL 30-04

®

UTEJRIBAL 30-05

®
UTE TRIBAL 30-12

UTE TRIBAL 19-14
®

UT#TRIBN. 19-13
UTE TRIBAL 30-3
®

® UTE TRIBAL 30-14
JTE TRIBAL 30-13

. GRRV
GRRV GRRV
UTE TRIBAL 19-1
® ®

UTE TRIBAL 19-02

®

UTE TRIBAL 19-7

®
UTE TRIBAL 18-11

UTE TRIBAL 19-15
®

GRRV
GRRV GRRV
® . .
UTE TRIBAL
3%ERV GRRV
UTE TRIBAL 30-10

®

® GRRV

UTE TRIBAL 30-11

UTE TRIBAL 30-15
5 ®

) P
5 ®

<
GRRV  gppry

ANTELOPE CREEK

UTE TRIBAL 30-16

GRRV

GRRV

GRRY GRRV

GRRV
o
GRRV
GRRV
GRRV GRRV
#*GRRV
XXX
GRRV
GRRV GRIV
GRRV

DATE PREPARED:
17-OCT-1997




@\ Statd®f Utah @

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

1594 West North Temple, Sui
Michael O. Leavitt § o ‘est North Temple, Suite 1210
Governor x 145801
Ted Stewart § SaitLake City, Utah 84114.5801
Executive Director § 801-538-5340
James W. Carter | 801-359-3940 (Fax)
Division Director | 801-538-7223 (TDD)

October 29, 1997

Petroglyph Operating Company, Inc.
P.0O. Box 607
Roosevelt, Utah 84066

Re: Uté Tribal 19-14 Well, 601' FSL, 1922' FWIL,, SE SW, Sec. 19,
T. S., R. 3 W., Duchesne Count Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code
Ann. 40-6-1 et seq., Utah Administrative Code R649-3-1 et seq.,
and the attached Conditions of Approval, approval to drill the
referenced well is granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extension is made prior to the expiration date. The
API identification number assigned to this well is 43-013-31966.

Sincerely,

- 4653\

John R. Baza
sociate Director

lwp
Enclosures
cc: Duchesne County Assessor
Bureau of Land Management, Vernal District Office



Operator: ___Petroglyph Operating Company, Inc,

Well Name & Number: Ute Tribal 19-14

API Number: 43-013-31966

Lease: 14-20-H62-3514

Location: SE SW Sec. 19 T. . 5S. R. 3 W.

Conditions of Approval

1. General
" Compliance with the requirements of Utah Admin. R. 649-1 et
seq., the 0il and Gas Conservation General Rules, and the
applicable terms and provisions of the approved Application
for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours following spudding the
well or commencing drilling operations. Contact Jim
Thompson at (801)538-5336.

Notify the Division prior to commencing operations to plug
and abandon the well. Contact John R. Baza (801)538-5334.
3. Reporting Requiremen#s
All required report#, forms and submittals shall be promptly
filed with the Divi?ion, including but not limited to the
Entity Action Form KForm 6), Report of Water Encountered
During Drilling (Fo#m 7), Weekly Progress Reports for
drilling and completion operations, and Sundry Notices and
Reports on Wells reguesting approval of change of plans or
other operational actions.



oS /7

Yty ® o e o CSNATTOWD
1 4 .
Gy UNITED STATES (Ot Ecpise: Febrasey 28 1905
DEPARTMENT OF THE INTERIOR 5. LEASE DBSIGNATION AND BERIAL Wo.
BUREAU OF LAND MANAGEMENT 14-20-H62-3514
APPL'CATI N Fo 6. Iy INDIAN, ALLOTTER OR TRIBE NAME
A 0 R PERMIT TO DRILL OR DEEPEN UTE INDIAN TRIBE
) DRILL [X ) 'DEEPEN D 7. UNIT AGREEMENT NAMSE
b. TYPE OF WELL
L % oas Je— smoLe MULTIPLE 5. FARM OR LBASE NAME, WELL NO.
2. NAME OF DPERATOR UTE TRIBAL
PETROGLYPH OPERATING COMPANY, INC. ] 9. amwELLNO.
3. ADDRESS AND TELEPHONE NO, #19-14
P.0O. ROX & 70. ¥IELD AND POOL, OF WILDCAT
[ zc:::ox OF WELL (gZport 11329«;% EXE:L ;.I'nd lnticTeﬁ-gnce ?vi‘tlhogg State requirements.®) ANTELOPE CREEK
face 11. sEc., T., R., M., OR BLK.
At 60} ' FSL & 1922' FWL SE/SW AND SURVEY OR AREA
d .
propoted prod. xone SEC. 19, T5S, R3W
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE® 12. COUNTY OR PARISH| 13. BTATE
21.8 MILES SOUTHWEST OF MYTON, UTAH DUCHESNE UTAH
15. DISTANCE FROM PROPOSED® - 16. NO. OF ACBES IN LEASE 17. NO. OF ACRES ASSIGNED
LOCATION TO NEAREST TO THIS WELL 80
PROPERTY OR LEASE LINE, FT. 60
(Also to nearest drig. unit line, if any) 640
18. DISTANCE FROM PROTOSED LOCATION® 19. rROPOSED DEPTH 20. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED, ROTARY
OR APPLIED FOR, ON THIS LEASE, FT. 5938.1"
21. ELEVATIONS (Show whether DF, RT, GR, ete.) 22. APPROX. DATE WORK WILL START®
- 6360.1' GRADED GROUND OCTOBER 1997
. PROPOSED CASING AND CEMENTING PROGRAM '
SIZE OF HOLE GRADE, SI17B OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT
12 174 8 5/8 24.0¥ 250" 135 sx class "G" + 2% CaCl,
/7 7/8 > 172 15.5% 5933.1"' + 1/4 #/sx celloflake.
= / 1 50/50 POZMIX + 2% GEL + 10%
ECEIVIE SALT TO 400 ABOVE ALL ZONE
OF INTEREST (+ 10% EXCESS).
LIGHT CEMENT (11 PPG+) +
0CT 291997 LCM TO 200' ABOVE OIL SHALE
OR FRESH WATER INTERVALS (+

DIV. OF OIL, GAS & MINING 5% EXCESS).

PETROGLYPH OPERATING COMPANY, INC. WILL BE:THE DESIGNATED
OPERATOR OF THE SUBJECT WELL UNDER BOND #4556. S TTNSTTY

PR 1
R

pc: Utah Division of 0il, Gas, and Mining neT 0% 1997
Bureau of Indian Affairs, Fort Duchesne, Utah
Ute Tribe, Fort Duchesne, Utah

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM: If proposal is to deepen, give data on present productive zone and proposed new productive zone. 1f proposal is to drill or
decpen directionally, give pcnimfnl ?ala on subsurface locations and measured and true vertical depths. Give blowout preventer program, if any.

24,
ateen /ée )'( oA +msAGENT FOR PETROGLYPH _ o [0 “& 797

(This space for Federal or State office use) R R R Y O S A S P SRR R T\ p oo gme oy

; . EEEE L LR Fan ; é x_; o iaw P
-p-,-f!(\w- aF : p ;AL [P SR Y I ST e u‘l..-. .“ 3 6% Ii—u
PERMIT NOALLL “ ey APPROVAL DATE

Application approval docs not warrant or certify that the applicant holds legal of cquitable title to those rights in the subject lease which would entitle the applicant to conduct operations thereon.
CONDITIONS OF APPROVAL, IF ANY:

Assistant Field Ma
% Mineral R ager DATE m 28 1997

APPROV]

*See |ns'mchons On Reverse Side

Tule 18 U S C. St(l on 1001 makes n ac nme l’or any person know:ng l} and wnllfull\ to makc to nm «h pdrl’n( m or aulnC} of the

e .. o e s



@ @)1 7D STATES GOVERNMENT -

| September 26, 1997 _ memorandum |

DATE:
reeLy T@uperintendent, Uintah & Ouray Agency : REOFN R
ATTNOF: ,
. Goncurrence letter for P

" stroglyph Oper. Co. all in TSS.R3W 7D 0CT 02 1997

UteTribal 30-03 NENW, Sec 30 UteTribal 30-06 SENW, Sec. 30 UteTribal 19-11, NESW, Sec 19
UteTribal 19-02, NWNE,Sec. 19  Ute Tribal 19-13, SWSE, Sec.19 UteTribal 19-14, SESW, Sec. 19

+teTribal 19-01, NENE, Sec. 19  Ute Tribal 19-07, SWNE, Sec.19 UteTribal 19-15, SWSE, Sec. 19
Bureau of Land Management, Vernai District Office :
ATTENTION: iinerals and Mining Division

We recommend approval of the Application for Permit to Drill on the subject well

Based on available Ainformation received on 26, 1997, we cleared the proposed
location in the following area of environmental impact.

YES NO _X__ Listed threatened or endangered species

YES NO _X__ Critical wildlife habitat
YES NO _X__ Archeological or cultural resources
YES ____ NO ___ Air quality aspects (to be used only if project is in or

' adjacent to a Class I area.

REMARKS: The Ute Tribe Energy & Minerals Department is recommending the following criteria
to be adhered during all phases of construction activities.

1. The Ute Tribe Energy & Minerals Department is to be notified 48 hours prior to construction as a
Tribal Technician is to monitor construction. '
2. 75 foot corridor rights of way shall be granted with the following:
. A. Buried pipelines shall be buried minimum of 3 feet below soil surface

B. Access roads shall be limited to J2-feet wide.

C. Surface pipelines shall be limited to 13 feet wide.

D. Buried pipelines shall be limited to 15 feet wide, and construction will be monitored by

Tribal Technician. :

3. Pipelines adjacent to access roads shall be buried within 1.5 feet from the outside edge of the
barrow ditch. Additional pipelines shall be parallel to each other, as safety requirements will allow.
4. Petroglyph Operating Company will assure the UteTribe that any/all contractors and any sub-
contractors has acquired a Tribal Business License and have an access permit prior to construction.
5. All vehicular traffic, personnel movement, construction and restoration operations should
confined to the area examined, as referenced in report and to the existing roadways and/or evaluated
access routes.
6. All personnel should refrain from collecting artifacts and from disturbing any significant culutral
resources in the area. : A
7. The personnel from the Ute Tribe Energy and Minerals Department should be consulted should
cultural remains from sub-surface deposits be exposed or identified during construction.
8. All mitigative stipulations contained in the Bureau of Indian Affairs site specific Enviromental -
Analysis (EA) will be strictly adhered. _
9. Upon completion of Application for Right-of-way the Ute Tribe Energy and Minerals Department
will be notified by Petroglyph Operating Company, so that a Tribal ;Technicigl can verifiy Affidavit
of Completions. / V4 94

OPTIONAL FORM NO. 10
(REV. 1-80)

GSA FPMR (41 CFR) 101-11.6
5010-114

*U.5.GPO:1990-0-262-081/20165
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Well: Ute Tribal 19-14

CONDITIONS OF APPROVAL
APPLICATION FOR PERMIT TO DRILL

Company/Operator: _Petroglyph Operating Company

Well Name & Number: Ute Tribal 19-14

API Number: 14-013-31966

Lease Number: 14-20-H62-3514

Location: _SESW Sec. 19 T.5S R.3W

NOTIFICATION REQUIREMENTS

at least forty-eight (48) hours prior to construction of location and access
roads. ~

Location Construction

Location Completion prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding the well.

Casing String and at least twenty-four (24) hours prior to running casing and
- Cementing cementing all casing strings.

BOP and Related at least twenty-four (24) hours prior to initiating pressure tests.

Equipment Tests

First Production within five (5) business days after new well begins, or production
Notice resumes after well has been off production for more than ninety (90)
days.

For more specific details on notification requirements, please check the Conditions of Approval for Notice
to Drill and Surface Use Program.
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COA's Page 2 of 9

"Well: Ute Tribal 19-14

CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or equitable title
to those rights in the subject lease which would entitle the applicant to conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that full compliance is made with
applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas Orders, and the approved plan of

operations. The operator is fully responsible for the actions of his subcontractors. A copy of these

conditions will be furnished to the field representative by the operator to insure compliance.

Be aware fire restrictions may be in effect when location is being constructed and/or when well is
being drilled. Contact the appropriate Surface Management Agency for information.

A.

1.

DRILLING PROGRAM

Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearing Zones are Expected to
be Encountered

Report ALL water shows and water-bearing sands to Tim Ingwell of this office prior to
setting the next casing string or requesting plugging orders. Faxed copies of State of Utah
form OGC-8-X are acceptable. If noticeable water fows are detected, submit samples to this
office along with any water analyses conducted. S

All usable water and prospectively valuable minerals (as described by BLM at onsite)
encountered during drilling, will be recorded by depth and adequately protected. All oil and
gas shows will be tested to determine commercial potential.

Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Oil and Gas
Order No. 2 for equipment and testing requirements, procedures, etc., for a 2M system and
individual components shall be operable as designed. Chart recorders shall be used for all
pressure tests.

Test charts, with individual test results identified, shall be maintained on location while drilling
and shall be made available to a BLM representative upon request.

If an air compressor is on location and is being utilized to provide air for the drilling medium
while drilling, the special drilling requirements in Onshore Oil and Gas Order No. 2, regarding
air or gas drilling shall be adhered to. If a mist system is being utilized then the requirement
for a deduster shall be waived.



COA's Page 3 of 9
Well: Ute Tribal 19-14

Casing Program and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints, with a minimum of one
centralizer per joint.

If conductor pipe is set it will be cemented to surface. If drive pipe is used it will be pulled
prior to cementing surface casing. '

As a minimum, the usable water and oil shale resources shall be isolated and/or protected by
having a cement top for the production casing at least 200 ft. above the top of the usable water
zone identified at + 375 ft. or by setting the surface casing at + 425 ft.. If gilsonite is
encountered while drilling, it shall be isolated and/or protected via the cementing program.

Mud Program and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or demonstrating a
characteristic of a hazardous waste will not be used in drilling, testing, or completion
operations.

No chromate additives will be used in the mud system on Federal and Indian lands without
prior BLM approval to ensure adequate protection of fresh water aquifers.

Coring, Logging and Testing Program

Daily drilling and completion progress reports shall be submitted to this office on a weekly
basis.

All Drill Stem tests (DST) shall be accomplished during daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be allowed
to continue at night if the test was initiated during daylight hours and the rate of flow is
stabilized and if adequate lighting is available (i.e., lighting which is adequate for visibility and
vaporproof for safe operations). Packers can be released, but tripping should not begin before
daylight unless prior approval is obtained from the AO.

A cement bond log (CBL) will be run from the production casing shoe to TOP OF CEMENT
if the surface casing is set at + 425 ft. or it will be run to SURFACE if the surface casing is
set at + 250 ft. and shall be utilized to determine the bond quality for the production casing.
Submit a field copy of the CBL to this office.

Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (Form 3160-4) will be submitted not later than 30 days after
completion of the well or after completion of operations being performed, in accordance with
43 CFR 3164. Two copies of all logs, core descriptions, core analyses, well-test data, geologic
summaries, sample description, and all other surveys or data obtained and compiled during the
drilling, workover, and/or completion operations, will be filed with Form 3160-4. Samples
(cuttings, fluids, and/or gases) will be submitted when requested by the AO.
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Well: Ute Tribal 19-14

Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drilling or
workover equipment will be removed from a well to be placed in a suspended status without
ptior approval of the AO. If operations are to be suspended, prior approval of the AO will be
obtained and notification given before resumption of operations.

The Vernal District Office shall be notified, during regular work hours (7:45 a.m.-4:30 p.m.,
‘Monday through Friday except holidays), at least 24 hours prior to spudding the well.

Operator shall report production data to MMS pursuant to 30 CFR 216.5 using form
MMS/3160. ' :

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other.unusual occurrences
shall be promptly reported in accordance with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a "Sundry Notice" (Form 3160-
5) to that effect will be filed, for prior approval of the AO, and all conditions of this approved
plan are applicable during all operations conducted with the replacement rig.

The date on which production is commenced or resumed will be construed for oil wells as the
date on which liquid hydrocarbons are first sold or <hipped from a temporary storage facility,
such as a test tank, and for which a run ticket is required to be generated or, the date on which
liquid hydrocarbons are first produced into a permanent storage facility, whichever first occurs;
and, for gas wells as the date on which associated liquid hydrocarbons are first sold or shipped
from a temporary storage facility, such as a test tank, and for which a run ticket is required to
be generated or, the date on which gas is first measured through permanent metering facilities,
whichever first occurs.

Should the well be successfully completed for production, the AO will be notified when the
well is placed in a producing status. Such notification will be sent by telegram or other
written communication, not later than five (5) days following the date on which the well is
placed on production. ‘

Gas produced from this well may not be vented or flared beyond an initial authorized test
period of 30 days or 50 MMCF following its completion, whichever occurs first, without the
prior written approval of the Authorized Officer. Should gas be vented or flared without
approval beyond the authorized test period, the operator may be directed to shut-in the well
until the gas can be captured or approval to continue venting or flaring as uneconomic is
granted and the operator shall be required to compensate the lessor for that portion of the gas
vented or flared without approval which is determined to have been avoidably lost.
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A schematic facilities diagram as required by 43 CFR 3162.7-5 (b.9. d.), and shall be
submitted to the appropriate District Office within sixty (60) days of installation or first
production, whichever occurs first. All site security regulations as specified in Onshore Oil &
Gas Order No. 3 shall be adhered to. All product lines entering and leaving hydrocarbon
storage tanks will be effectively sealed in accordance with 43 CFR 3162.7-5 (b. 4). -

No well abandonment operations will be commenced without the prior approval of the AO. In
the case of newly drilled dry holes or failures, and in emergency situations, oral approval will
be obtained from the AO. A "Subsequent Report of Abandonment” Form 3160-5, will be filed
with the AO within thirty (30) days following completion of the well for abandonment. This
report will indicate where plugs were placed and the current status of surface restoration.

Final abandonment will not be approved until the surface reclamation work required by the
approved APD or approved abandonment notice has been completed to the satisfaction of the
AO or his representative, or the appropriate Surface Managing Agency.

Other Information
All loading lines will be placed inside the berm surrounding the tank battery.

All off-lease storage, off-lease measurement, or commingling on-lease or off-lease will have
prior written approval from the AO.

The oil and gas measurement facilities will be installed on the well location. The oil and gas
meters will be calibrated in place prior to any deliveries. Tests for meter accuracy will be
conducted following initial installation and at least quarterly thereafter. The AO will be
provided with a date and time for the initial meter calibration and all future meter proving
schedules. A copy of the meter calibration reports will be submitted to the Vernal District
Office. All meter measurement facilities will conform with Onshore Oil & Gas Order No. 4
for liquid hydrocarbons and Onshore Oil & Gas Order No. 5 for natural gas measurement.

The use of materials under BLM jurisdiction will conform to 43 CFR 3610.2-3.

There will be no deviation from the proposed drilling and/or workover program without prior
approval from the AO. Safe drilling and operating practices must be observed. All wells,
whether drilling, producing, suspended, or abandoned will be identified in accordance with 43
CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval for all changes
of plans and other operations in accordance with 43 CFR 3162.3-2.
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Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43 CFR 3162.4-
1(c), requires that "not later than the 5th business day after any well begins production on
which royalty is due anywhere on a lease site or allocated to a lease site, or resumes
production in the case of a well which has been off production for more than 90 days, the
operator shall notify the authorized officer by letter or sundry notice, Form 3160-5, or orally to
be followed by a letter- or sundry notice, of the date on which such production has begun or
resumed." : '

If you fail to comply with this requirement in the manner and time allowed, you shall be liable
for a civil penalty of up to $10,000 per violation for each day such violation continues, not to
exceed a maximum of 20 days. See Section 109(c)(3) of the Federal Oil and Gas Royalty
Management Act of 1982 and the implementing regulations at Title 43 CFR 3162.4-1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature date. An extension
period may be granted, if requested, prior to the expiration of the original approval period.

In the event after-hours approval or notification is necessary, please contact one of the
following individuals:

Wayne Bankert (801) 789-4170
Petroleum Engineer

Ed Forsman (801) 789-7077
Petroleum Engineer

Jerry Kenczka (801) 789-1190
Petroleum Engineer :

BLM FAX Machine  (801) 781-4410
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EPA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarilyi hazardous.

- Unused fracturing fluids or acids
- Gas plant cooling tower cleaning wastes
- Painting wastes

- Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck rinsate,
sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

- Vacuum truck and drum rinsate from trucks and drums, transporting or containing nonexempt waste
- Refinery wastes

- Liquid and solid wastes generated by crude oil and tank bottom reclaimers
- Used equipment lubrication oils

- Waste compressbr oil, filters, and blowdown
- Used hydraulic fluids

- Waste solvents

- Waste in transportation pipeline-related pits
- Caustic or acid cleaners

- Boiler cleaning wastes

- Boiler refractory brické

- Incinerator ash

- Laboratory wastes

- Sanitary wastes

- Pesticide wastes

- Radioactive tracer wastes

- Drums, insulation and miscellaneous solids.
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SURFACE CONDITIONS OF APPROVAL

The Surface Use Conditions of Approval all come from the Bureau of Indian Affairs Concurrence
‘Memorandum and Site Specific Environmental Analysis. .

The Ute Tribe Energy and Mineral Department is to be notified 48 hours prior to construction. A
Tribal Technician is to monitor construction.

Seventy-five (75) foot wide Rights-Of-Way (ROWs).chridor shall be granted for the following:

Access roads which shall have constructed travel width limited to 22 feet within a 30 foot
allocation of the ROW, except as granted for sharp curves or intersections.

Surface pipelines shall be limited to 13 feet of the ROW. The pipeline will be constructed to
lay on the soil surface, and the ROW for the pipeline will not be bladed or cleared of
vegetation. ‘

Where pipelines are constructed parallel to roads they may be welded on the road and then
lifted from the road onto the ROW. Where pipelines cross country between stations, they
shall be welded in place at wellsites or on roads and then pulled into place with suitable
equipment. Traffic will be restricted along these areas so that the pipeline ROW will not be
used as an access road.

Buried pipelines shall be buried a minimum of 3 feet below the soil surface within an area of
disturbance limited to 15 feet wide, and construction will be monitored by a Tribal Technician.

Buried pipelines adjacent to access roads shall be buried within 1.5 feet from the outside edge
of the barrow ditch. Any additional buried pipelines shall be parallel to the outer side of the
first buried pipeline and shall be constructed as close to the first pipeline as safety
requirements allow.

After construction of the buried pipeline is completed the disturbed area of the right-of-way

shall be contoured to blend into the natural landscape and it shall be reseeded with desirable

vegetation as recommended by the BIA. Between September 15 and November 1 of the year

following pipeline construction all disturbed areas shall be reseeded with perennial vegetation
~ according to BIA, or Ute Tribe specifications. '

" At the onsite of July 16 an alternate route for the flowlines for wells 30-03 and 19-14 was discussed.
This alternative would connect them to well 19-11. If this route is chosen by the BIA, then
Petroglyph will inform the BLM by an appropriate sundry notice so that our well files will have
appropriate description of the flowline routes in them. - If the route shown in the APD is followed that
route is adequately described in the APD.

Petroglyph will assure the Ute Tribe that any/all contractors and subcontractors have acquired a Tribal
Business License and have access permits prior to construction.
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All vehicular traffic, personnel movement, construction, and restoration activities shall be confined to
the areas examined, as referenced in report, and to the existing roadways and/or evaluated access
routes.

All personnel shall refrain from collecting artifacts and from disturbing any significant cultural
resources in the area.

‘The Ute Tribe Energy & Mineral Department shall be consulted if cultural remains from subsurface
deposits are exposed or identified during construction.

Before the site is abandoned, the company shall be required to restore the well site and ROWs to near
their original state. The disturbed areas will be reseeded with desirable perennial vegetation.

Noxious weeds shall be controlled on the well site and rights-of-way. If noxious weeds spread from
the project area onto adjoining land, the company will also be responsible for their control.

Reserve pits shall be lined with impervious synthetic liners. Prior to backfilling the reserve pit all
fluids will be pumped from the pit into trucks and hauled to approved disposal sites. When the
reserve pits are backfilled the cuttings and mud, etc. left in them to be buried will be buried a
minimum of three feet below the surface of the soil.

A closed production system shall be used. Production fluids will be contained in leak proof tanks.
All production fluids will be disposed of at approved disposal sites. The indiscriminate dumping of
production fluids on roads, wellsites or other areas will not be allowed.

Firewood shall be stockpiled at convenient locations near the wellsite and along the access road.
Upon completion of the project approved under this Application for Permit to Drill and Right-of-way,

the Ute Tribe Energy & Minerals Resources Department will be notified by Petroglyph Operating
Company so that a Tribal Technician can verify Affidavit of Completion's. :



DIVISION OF OIL, GAS AND MINING CUNF‘DEN'HN.

PUDDIN N TI

Name of Company:_ PETROGLYPH OPERATING

Well Name: UTE TRIBAT, 19-14

Api No.__43-013-31966

Section_19 Township_5S Range_3W County_DUCHESNE

Drilling Contractor

Rig #____
SPUDDED:

Date_4/28/98

Time

How_DRY HOLE

Drilling will commence

Reported by GENE

Telephone #

Date: 4/28/98 Signed: JLT




STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

OPERATOR __Petroglyph Operating Company. Inc. OPERATOR ACCT. NO._N3800___
ENTITY ACTION FORM - FORM 6 ADDRESS ___P. 0. Box 607
Roosevelt, UT 84066
"ACTION | CURRENT NEW AP1 NUMBER WELL NAME WELL LOCATION SPUD EFFECTIVE |
CODE | ENTITYNO. | ENTITY NO. oQ SC TP RG 1 COUNTY | DATE DATE
+=
B 12353 43-013-31966 Ute Tribal 19-14 Sesw| 19 58 3w Duchesne 4/28/98

"TONFIDENTIAL =44 </ 2572 e

Ute Tribal 19-14 will tie into existing tank battery at Ute Tribal 19-11

WELL 2 COMMENTS:
WELL 3 COMMENTS:
T
[ £
/{ “
WELL 4 COMMENTS: / = 1I58
By
‘ T
WELL 5 COMMENTS:

ACTION CODES (See instructions on back of form)

A - Establish new entity for new well (single well only) E @ E : M
B - Add new well to existing entity (group of unit well) H V E

C - Re-assign well from one existing entity to another existing entity Signature Deanna Bell

D - Re-assigh well from one existing entity to a new entity M AY 7 8 [’ 199 8

E - other (explain in comments section) R Operations Coordinator 4/30/98
Title Date

NOTE: Use COMMENT section to explain why each Action Code was selected. DIV. OF OIL, GAS & MINING

Phone No. (435)_722-2531

(3/89)
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05/11/98 12:39 FAX 435 722 w PETROGLYPH U ISHA C doo2

Farm7 STATE OF UTAH
DIVISION OF O!L;-GAS AND MINING

REPORT OF WATER ENCOUNTERED DURING DRILLING

1. Well name and number: Ute Tribal 19-14

AP| number: 43-013-31966

2. Well Location; QQ SESW Section 19  Township 58 Range 3W County Dychesne

3. Well Operstor: Petroglyph Operating Company, Inc.

Address: P.O. Box 607
Roosevelt, UT 84066 Phone: _(433) 722-2531

4. Drilling Contractor: _Union Drilling

Address: P.0O. Drawer 40

Buckhannon, WV 26201 Phone;_ (304) 472

5. Water encountered (attach additional pages as needed):

DEPTH VOLUME QUALITY
FROM TO (FLOW RATE OR HEAD) (FRESH OR SALTY) _

a g0 M
g7 |’el " Feesl

6. Formation tops:

If an analysis has been made of the water encountered, please attach a copy of the report to this form

{ hereby certity that this report is true and complete to the best of my knowledge. Date: 5 / “

Name & Signature L_Q,Q&Mb éaﬂ) Z, ) CANNL Bé’j | TM@M@@‘_&%@M




| Form 7 STATE OF UTAH
DIVISION OF OIL-GAS AND MINING

AN

REPORT OF WATER ENCOUNTERED DURING PDRIL

1. Well name and number: Ute Tribal 19-14

APl number: 43-013-31966

2. Well Location: QQ SESW Section 19 _ Township 58 Range 3W County Duchesne

3. Well Operator: Petroglyph Operating Company, Inc.

Address: P.O. Box 607

? Roosevelt, UT 84066

4. Drilling Contractor: _Union Drilling _

Address: P.O. Drawer 40

Buckhannon, WV 26201

5. \Water encountered (attach additional pages as needed):

m MAY 19 1998

DIV. OF OIL, GAS & MINING

Phone: _(435) 722-2531

Phone:__(304) 472-4610

DEPTH. ‘ - VOLUME

QUALITY
FROM TO (FLOW RATE OR HEAD) ~_(FRESHOR SALTY)
0 g0 | —DCA.M#, “
fj 7o / " F <esl.

6. Formation tops:

if an analysis has been made of the water encountered, please attach a cop

y of the répon to this form.

l | hereby certify that this report is true and complete to the best of my knowledge. Date: 5 / 1 } %

' '
Title@J

Name & Signature WAL 6&0 b eani Bel |

-
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> fomsieoa SUBMIT INDUPLICATE  |Form spproved.
" (November 1983) (See other imstructions on Bueresa No. 1004-0137
Goanerdy 9-330) UNITED STATES Toverse side) (Exgices Angust 31, 1985)
‘ DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT 5. LEASE DESIGNATION AND SERIAL NO.
14-20-H62-3514
6. IF INDIAN, ALOTTEE OR TRIBE NAME
WELL COMPLETION OR RECOMPLETION REPORT AND LOG" Ute Indian Tribe
Lo TYPEOF WELL: oitwellfe]  Gaswen[ ] oyl ] omer 7. UNIT AGREEMENT NAME
14-20-H62-4650
b. TYPE OF COMPLETION: e e |8. FARM OR LEASE NAME
NewWellle ~ Workover|_] Despen] |  PlugBack] | Diff Reserv.[ | Other
, L
2. NAME OF OPERATOR ‘ M - 9. WELLNO.
PETROGLYPH OPERATING COMPANY, INC. , CONFIDENTIAL - Ute Tribal 19-14
3. ADDRESS OF OPERATOR ‘ PERIDD - 110. FIELD AND POOL, OR WILDCAT
P.0. BOX 607, ROOSEVELT, UT 84066 (435) 722-2531 EXPIEZD Antelope Creek
4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements)™ Ij = 0~ 7 y - +|11. SEC, T.,R, M, OR BLOCK AND
At surface 601' FSL 1922 FWL , ON ' SURVEY OR AREA
At top prod. interval reported below A SESW Sec. 19-T5S-R3W
4. PERMITNO. T CATERSED 12. County or Parish 13. State
At total depth 5980' RTD 43-013-31966 10/29/97 Duchesne Utah
15.DATE SPUDDED  4/28/98 16. DATE T.D. REACHED 17. DATE COMPLETED (Ready toprod,) |18. ELEVATIONS (DF, RKB, RT, GR, ETC)* |19. BLEV. CASINGHEAD
- gff —~20-72 6370 KB 6360 GOL
20. TOTAL DEPTH, MD & TVD 21. PLUG BACK T.D., MD & TVD 22, IF MULTIPLECOMPL, HOWMANY* |23 INTERVALS ~ ROTARY TOOLS CABLE TOOLS
580" TD 5911 PBTD 3 DRILLLED BY
24, PRODUCING INTERVAL(S) OF THIS COMPLETION - TOP, BOTTOM, NAME (MD AT _— 25 WAS DIRECTIONAL SURVEY MADE
GreenRiver C6.1, D3.4, E1, E2.2 ’;Vi”m jiﬂi ! AI No
BN
26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED
. No
28, CASING RECORD (Report all strings set in well)
CASING SIZE | WEIGHT, LB./FT. | DEPTH SET (MD) HOLE SIZE CEMENTING RECORD AMOUNT PULLED
8.5/8" 24.0 261" 12-1/4" 160 sxs Class H w/ 2% CaCI2, .25#/sk cellophane flake
5-172" 15.5 5955/ 7-7/8" 235 sxs Highfill,_ 410 sxs Thixotropic,
29. LINER RECORD 30. TUBING RECORD
SIZE TOP BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)
v 2-7/8" 5618’
31. PERFORATION RECORD (Interval, size and number) 32. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.
CONFIDENTIAL DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED
E2.25476-.78' (8 holes) 5433-39' & 5476-78' {2000 gals Crossink, 8510 gals Deita Frac, 190004 20/40 prop, 27800# 16/30 prop
E1 5433-39' (24 holes) 5045-50' 1800 gals Crosslink, 5752 gals Delta Frac, 125004 20/40 prop, 19000# 16/30 prop
D3.4 5045-50' (20 holes) 4666-72' 2000 gals C 7189 gals Delta Frac, 16100# 20/40 prop, 233004 16/30 prop

C6.1 4666-72' (24 holes)

33. PRODUCTION

DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lift, pumping - size and type of pump) WELL STATUS (Producing or shut-in)
7/30/98 2%" x 1-3/4" x 16' 40 ring PA pump producing
DATE OF TEST HOURS TESTED |CHOKE SIZE PROD'N FOR OIL - BBL. GAS - MCF. WATER - BBL. GAS-OIL RATIO
8/4/98 24 TEST PERIOD 73 40 2
FLOW. TUBING PRESS. |CASING PRESSURE|CALCULATED |OIL - BBL. GAS - MCF. WATER - BBL. OIL GRAVITY - API(CORR.)
800 24HR. RATE
34, DISPOSITION OF GAS (Sold, used for fuel, vented, elc.) TEST WITNBSSED BY
Sold, used for fuel Dave Schreiner
35. LIST OF ATTACHMENTS
Noge
36. 1 hereby certify that helforegoing and attacheds ion i8 complete and correct as determined from all available records

ngwd‘\ Sk ( Title __Operations Coordintor

* (See Instructlons and Spaces for Additional Data on Rev

*
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly or wilifully to make to any department or
or representations as to any matter within its jurisdiction.
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Form 3160-5 FORM APPROVED
(dune 1990) UNITED STATES Budget Bureau No. 1004-0135
DEPARTMENT OF THE INTERIOR Expires March 31, 1993
BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.
14-20-H62-3514
SUNDRY NOTICES AND REPORTS ON WELLS 6. ¥ Indian, Allottee or Tribe Name
Do not use this form for proposals to drill or to deepen or reentry to a different reservoir. Ute Indian Tribe
Use "APPLICATION FOR PERMIT" for such proposals
SUBM’ T ’N TRIPLICATE 7. ¥ Unit or CA, Agreement Designation
1. Type of Well 14-20-H62-4650
Oii Gas D
Well Well Other 8. Well Name and No.
2. Name of Operator Ute Tribal 19-14
Petroglyph Operating Company, Inc. 9. APIWell No.
3. Address and Telephone No. 43-013-31966
P.O. Box 607, Roosevelt, UT 84066 (435) 722-2531 10. Fieid and Pool, or Exploratory Area
4. Location of Well {Footage, Sec., T., R., or Survey Description) Antelope Creek
601' FSL 1922' FWL 11. County or Parish, State
SESW Sec. 19-T5S-R3W Duchesne County, UT
12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
- Notice of intent l:] Abandonment E:] Change of Plans
Recompietion E___] New Construction
D Subsequent Report D Plugging Back D Non-Routine Fracturing
D Casing Repair D Water Shut-Off
[:_—_] Final Abandonment Notice D Altering Casing E:] Conversion to injection
- Other ___Convet to injection D Dispose Water
{Note: Repost results of mulliple completion on Wel
Completion or Recompletion Repoit and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. ¥ weil is directionally drilied, |
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)”

Petroglyph Operating Company, Inc. has submited and application for aUIC permit to convert the Ute Tribal 19-14
from a producing well to an injection well under the EPA Area Permit #UT2736-00000 within the Antelope Creek
waterflood Proiect Arez ocated:in Duchesne County, Utah

- ot RECEIVED

ol 2 CORD O MAY 0 5 2000

?OV‘R DIVISION OF
L7 Lo OIL, GAS AND MINING

(This space for Federal or State official use)
Approved by Title Date

Congditions of Approval, if any:

s s e e v

" Title 16 U.S.C. Section 1004, makésuaai}ne’f&wpmmmmlyandmmmdxemanyaepamem«agmotmUnited States any faise, fictitious o7 fraudulent statements

of representations as to any matter in its jurisdiction.

*See Instruction on Reverse Side



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING -

FORM 9
5. LEASE DESIGNATION AND SERIAL NUMBER.

1420H624650

Donowseﬂisﬁonnforpmposaislodnlnewwels

SUNDRY NOTICES AND REPORTS ON WELLS

WMMMWWIMMWWM orto
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such

6. IF INDIAN, A_LI.O1 TEE OR TRIBE NAME:
Ute Indian Tribe

7. UNIT or CA AGREEMENT NAME:

Ute Tribal 19.06

1. TYPE OF WELL

OIL WELL @

GASWELL [] OTHER

8. WELL NAME and NUMBER:
See Below

2. NAME Of OPERATOR:

Petroglyph Operating Company
3. ADDRESS OF OPERA

P.0_Box 607

9. API NUMBER:
See Below

ciy Roosevelt e UT 84066

722-2531

10. FIELD AND POOL, OR WILDCAT:

Anteélope Creek

4. LOCATION OF WELL
rFootacesATsurrace: Multiple/See Below

coWW: Duchesne .

QTRAQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: stare: UT
UTAH
1 CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
[J NoTICE OF INTENT [] aciore [ oveeren [] rererFoRrATE CURRENT FORMATION
{Submitin Dupkcate) ] aercaswe [ eracrure wrear [] smemrack o ReparwELL
Approximate date work will start: ] casmcrerar

X sussequenT RePORT
{Submit Original Form Only)

Date of work completion:

[J crance 1o Previous pLans
] cnancetvang

[ cHance wew name

[] crancewew status

[ wewconstrucTion

[T] oreratorcrance

[} ewuc ano aeanoon

[J evesack

[ #rROouCTION (STARTRESUME)
O] commmcLe prooucnG Formanions [ ] RECLAMATION OF WELL SITE

{1 TemporariLY ABaNDON
[ wewererar

1 ventorfLare

[[] wateroisposaL

[ warer shut-orr
omer_Facility

[ convertwe vee (] RECOMPLETE - DIFFERENT FORMATION Changes
12.  DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent detalls including dates, depths, volumes, efc. -
Well Name API#: 4 S/T/R Type Status Entity#
Ute 19-10 43013321820081 19/5S/3W 0i1 POW 12353
Ute 19-12 43013317950081 19/05S/03W 0i1l POW 12353
Ute 19-14 4301331966008S1 19/05S/03W 0i1l POW 12353
All wells were moved to the Ute Tribal 19-06 Tank Battery.
Ute 19-06 0i1l POW 12210
NAME (PLEASE PRINT), Callie Peatross wme Production Clerk
SONATURE (MMLQPKW’\S oae _04-25-03
(This space for State use only) iUEQCEiVED

APR}?ﬂzuB
Dy

(5/2000)

{See Instructions on Reverse Side)
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L3 MON 09:40 AM OIL, GAS & MINING

YelveLira-uiag

FaX NO. Q 359 3940

B VVe

JUL—OT—?O P 02/03
| STATE OF UTAH P
B DEPARTMENT OF NATURAL RESOURCES
1‘ : DIVISION OF OIL, GAS AND MINING
| ENTITY ACTION FORM
Operafor:i Yexeoln QY\ Operator Account Number: N 3F00
Address: | EJ%gX%O7
ity eCseve
state \Y0\a zp FUOGG Phone Number: Y35-722 -353)
Wells |
mr{u;n_ber ‘Well Name QQ | Sec | Twp | Rng Gounty
yoBaAses | Ot Tribal 10-12 14 | 55 |aw |Dichesne
roncoie | e | e | Ut | CERCSRT
2353 | {zawd 4/16]144% Mareh-2003
Nowvs an 1A-06TR.

" Weli2 |
_M!m!or Woll Nama aq_| sec | Ywp | Rng Coupty | |
ﬂ%g%ﬁé&ml, 531 e Teibal Ay wl 14 | 33 | dWl Duchresn

A cod- cum:::uw N:: meg.u:y Spud Date Enmymlgg;nhont
{ 2853 ) 2210 Ylaz[1aag | Warch-2003
Comments: /Q }5 P

Now on 14-06 1H-
WeR3 :
(AR _Well Name QQ | Sec | Twp | Rng County
D Tein) D6-02 Ne| 36 | 5D W
331 ‘ =L
Nmnon':w Numbor Spud b Effective Date
_._% (AU 64347 Zhufidar | Magrin- 2003
comm} ‘ l,l /6”03 ‘/
: Now _on 41678
ACTIONC‘OUES CA
A - Establish new entity for new wall (single well only) \\'\C@PAHOSS

weil from one sxisting entity to another existing entity

B naw well to exdsting entity (group or unit well)

c . &@\

D ign well from ene axisting entlly (o a hew entity
€

d'.hu' (Explain In ‘commanis’ section)

E

] ;
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UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
N & REGION 8
L PROTE 999 18™ STREET - SUITE 300
DENVER, CO 80202-2466
Phone 800-227-8917
http://www.epa.goviregion08

AUTHORIZATION FOR ADDITIONAL WELL

UIC Area Permit No: UT20736-00000

The Antelope Creek Waterflood Final UIC Area Permit No. UT20736-00000, effective
July 12, 1994, authorizes injection for the purpose of enhanced oil recovery into multiple
lenticular sand units which are distributed throughout the lower portion of the Green River
Formation. On May 15, 2000, the permittee provided notice to the Director concerning the
following additional enhanced recovery injection well: '

Well Name: Ute Tribal 19-14
EPA Well ID Number: UT20736-04554
Location: 601 ft FSL & 1922 ft FWL

SE SW Sec. 16 - T5S - R3W
Duchesne County, Utah.

Pursuant to 40 CFR §144.33, Area UIC Permit No. UT20736-00000 authorizes the

~ permittee to construct and operate, convert, or plug and abandon additional enhanced recovery

injection wells within the area permit. This well was determined to satisfy additional well
criteria required by the permit.

This well is subject to all provisions of UIC Area Permit No. UT20736-00000, as
modified and as specified in the Well Specific Requirements detailed below. This Authorization
shall expire one year after the Effective Date unless the permittee has converted the well to
injection or submits a written request to extend this Authorization prior to the expiration date.

This Authorization is effective upon signature.

* Assistant Regional Administrator
Office of Partnerships and Regulatory Assistance

* The person holding this title is referred to as the Director throughout the Permit and Authorization

Authorization for Additional Well: UIC Area Permit UT20736 wd Printed on Recycled Paper
Well: Ute Tribal 19-14 EPA Well ID: UT20736-04554 Page 1 of 5
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WELL-SPECIFIC REQUIREMENTS

Well Name: Ute Tribal 19-14
EPA Well ID Number: UT20736-04554

Prior to commencing injection operations, the permittee shall submit the following
information and receive written Authority to Inject from the Director:

1. a successful Part I (Internal) Mechanical Integrity test (MIT);

2. pore pressure calculation of the proposed injection zone; and

3. completed Well Rework Record EPA Form No. 7520-12 and schematic diagram.

Approved Injection Zone: Injection is approved between the base of the Green River A Lime
Marker, at approximately 3827 ft, to the top of the Basal Carbonate, at approximately 5836 ft.

Maximum Allowable Injection Pressure (MAIP): The initial MAIP is 1635 psig, based on the
following calculation:
MAIP = [FG-(0.433)(SG)] * D, where
FG = 0.80 psi/ft SG = 1.002 D = 4466 ft (top perforation depth KB)
MAIP = 1635 psi

UIC Area Permit No. UT20736-00000 also provides the opportunity for the permittee to
request a change of the MAIP based upon results of a step rate test that demonstrates the
formation breakdown pressure will not be exceeded.

Well Construction and Corrective Action: No Corrective Action is required. Based on
review of well construction and cementing Records, including a CBL, well construction is
considered adequate to prevent fluid movement out of the injection zone and into USDWs.

Tubing 2-3/8" or similar size injection tubing is approved; the packer shall be set at
and Packer: a depth no more than 100 ft above the top perforation.

Corrective Action for Wells in Area of Review: No Corrective Action is required. No wells
that penetrate the confining zone are within or proximate to a 1/4 mile radius around the Ute
Tribal No. 19-14. ‘

Demonstration of Mechanical Integrity: A successful demonstration of Part I (Internal)
Mechanical Integrity using a standard Casing-Tubing pressure test is required prior to injection
and at least once every five years thereafter. EPA reviewed the cementing records and
determined the cement will provide an effective barrier to significant upward movement of fluids
through vertical channels adjacent to the well bore pursuant to 40 CFR 146.8 (a)(2). Therefore,
further demonstration of Part IT (External) Mechanical Integrity is not required at this time.

Demonstration of Financial Responsibility: The applicant has demonstrated financial
responsibility in the amount of $15,000 via a Surety Bond that has been reviewed and approved
by the EPA.

Authorization for Additional Well: UIC Area Permit UT20736
Well: Ute Tribal 19-14 EPA Well ID: UT20736-04554 Page2of 5
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Plugging and Abandonment: The well shall be plugged in a manner that isolates the injection
zone and prevents movement of fluids into or between USDWs. Tubing, packers, and any
downbhole apparatus shall be removed. Class A, C, G, and H cements, with additives such as
accelerators and retarders that control or enhance cement properties, may be used for plugs;
however, volume extending additives and gel cements are not approved for plug use. Plug
placement shall be verified by tagging. Plugging gel of at least 9.2 1b/gal shall be placed between
all plugs. A minimum 50 ft surface plug shall be set inside and outside of the surface casing to
seal pathways for fluid migration into the subsurface. Within sixty (60) days after plugging the
owner or operator shall submit Plugging Record (EPA Form 7520-13) to the Director. The
Plugging Record must be certified as accurate and complete by the person responsible for the
plugging operation. At a minimum, the following plugs are required:

PLUG NO. 1: Set a cast iron bridge plug (CIBP) no more than 50 ft above the top
perforation at 4466 ft with a minimum 20 ft cement plug on top of the
CIBP.

PLUG NO. 2: Set a minimum 200 ft cement plug inside of the 5-1/2" casing across the
Trona Zone and the Mahogany Shale, between approximately 2600 ft to
2800 ft.

PLUG NO. 3: Set a minimum 50 ft cement plug on the backside of the 5-1/2" casing,
across the surface casing shoe at 261 ft (unless pre-existing backside
cement precludes cement-squeezing this interval.)

PLUG NO. 4: Set a cement plug inside of the 5-1/2" casing, from at least 230 ft to 400 ft.

PLUG NO. 5: Set a cement plug on the backside of the 5-1/2" casing, from surface to a
depth of at least 50 ft.

PLUG NO. 6: Set a cement plug inside of the 5-1/2" casing from surface to a depth of at
least 50 ft.

Cut off surface and 5-1/2" casing at least 4 ft below ground level and set P& A marker;
submit Sundry Notices and all necessary data as required by the EPA and other regulatory
agencies.

Reporting of Noncompliance:
(a)  Anticipated Noncompliance. The operator shall give advance notice to the

Director of any planned changes in the permitted facility or activity which may
result in noncompliance with permit requirements.

(b)  Compliance Schedules. Reports of compliance or noncompliance with, or any
progress on, interim and final requirements contained in any compliance schedule
of this Permit shall be submitted no later than thirty (30) days following each
schedule date.

(© Written Notice of any noncompliance which may endanger health or the
-environment shall _be reported to the Director within five (5) days of the time the

Authorization for Additional Well: UIC Area Permit UT20736
Well: Ute Tribal 19-14 EPA Well ID: UT20736-04554 Page3of 5



operator becomes aware of the noncompliance. The written notice shall contain a
description of the noncompliance and its cause; the period of noncompliance
including dates and times; if the noncompliance has not been corrected the
anticipated time it is expected to continue; and steps taken or planned to prevent
or reduce recurrence of the noncompliance. '

Twenty-Four Hour Noncompliance Reporting:

The operator shall report to the Director any noncompliance which may endanger health
or environment. Information shall be provided, either orally or by leaving a message, within
twenty-four (24) hours from the time the operator becomes aware of the circumstances by
telephoning 1.800.227-8917 and asking for the EPA Region 8 UIC Program Compliance and
Enforcement Director, or by contacting the Region 8 Emergency Operations Center at
303.293.1788 if calling from outside EPA Region 8. The following information shall be
included in the verbal report:

(a) Any monitoring or other information which indicates that any contaminant may

cause an endangerment to a USDW.

(b) Any noncompliance with a Permit condition or malfunction of the injection

system which may cause fluid migration into or between underground sources of
drinking water.

Oil Spill and Chemical Release Reporting:

The operator shall comply with all other reporting requirements related to oil spills and
chemical releases or other potential impacts to human health or the environment by contacting
the National Response Center (NRC) 1.800.424.8802 or 202.267.2675, or through the NRC

website at hitp://www.nrc.uscg.mil/index.htm.

Other Noncompliance: :
The operator shall report all other instances of noncompliance not otherwise reported at
the time monitoring reports are submitted.

Other Information:

Where the operator becomes aware that he failed to submit any relevant facts in the
Permit application, or submitted incorrect information in a Permit application, or in any report to
the Director, the operator shall submit such correct facts or information within two (2) weeks of
the time such information became known to him.

Authorization for Additional Well: UIC Area Permit UT20736
Well: Ute Tribal 19-14 EPA Well 1D: UT20736-04554 Paged4of 5
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WELL-SPECIFIC CONSIDERATIONS

Well Name: Ute Tribal 19-14
EPA Well ID Number: UT20736-00000

Underground Sources of Drinking Water (USDWs): USDWs in the Antelope Creek
Waterflood area generally may occur within the Uinta Formation, which extends from the surface
to the top of the Green River Formation at approximately 1680 ft. According to “Base of
Moderately Saline Ground Water in the Uinta Basin, Utah, State of Utah Technical Publication
No. 92,” the base of moderately saline ground water is found at approximately 210 ft below
ground surface at this well location. Based on analysis of the submitted cement bond log (CBL)
the top of casing cement in this well is at approximately 200 ft below ground surface (KB) and
the base of surface casing is at 261 ft (GL).

Confining Zone: The Confining Zone at this location is approximately 216 ft of interbedded
limestone and shale between the depths of 3611 ft to 3827 ft (KB) which directly overlies the
Injection Zone, based on correlation to the Antelope Creek Ute Tribal 04-03 well Type Log.
Additional impermeable lacustrine shale beds above the Confining Zone provide for further
protection for any overlying USDW.

Injection Zone: The Injection Zone at this well location is an approximétely 2009 ft section of -
multiple lenticular sand units interbedded with shale, marlstone and limestone from the base of
the Confining Zone at 3827 ft (KB) to the top of the Basal Carbonate Formation at 5836 ft (KB),
based on correlation to the Antelope Creek Ute Tribal 04-03 well Type Log.

Well Construction: The CBL shows approximately 18 ft (continuous) 80% or greater bond
within the confining zone from approximately 3690 ft to 3708 ft, with 70% and greater bond
from approximately 3400 ft to 4100 ft with occasional intervals of 80% and greater bond.

Surface 8-5/8" casing is set at 261 ft (KB) in a 12-1/4" hole, using 160 sacks cement

© casing: circulated to the surface. ‘
Longstring  5-1/2" casing is set at 5955 ft (KB) in a 7-7/8" 5980 ft Total Depth hole with a
casing: plugged back total depth (PBTD) of 5911 ft, cemented with 645 sacks cement

(circulated 20 bbl cement to pit)
Top of Cement (TOC): 200 ft (KB) CBL.
Perforations: top perforation: 4466 ft Bottom perforation: 5478 ft

Wells in Area of Review (AOR): No wells that penetrate the confining zone are within or
proximate to a 1/4 mile radius around the Ute Tribal No. 19-14.

Authorization for Additional Well: UIC Area Permit UT20736
Well: Ute Tribal 19-14 EPA Well ID: UT20736-04554 Page5of 5
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g UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
S | REGION 8
L pROT® 999 18™ STREET - SUITE 300

DENVER, CO 80202-2466
Phone 800-227-8917

http:/iwww.epa.goviregion08
AUG 24 2005
Ref: 8P-W-GW A c Ceptgd by the
CERTIFIED MAIL - /1ah Division of
~ RETURN RECEIPT REQUESTED Oil, Gas ang Mining RECE
. FORRECORDONLY gy o 10
Mr. Kenneth Smith | 2005
Executive Vice President and Chief Operating Officer DIV. OF o
Petroglyph Energy, Inc. L Gas g MiNing

555 S. Cole Blvd
Boise, ID 83709

RE:  Additional Well to Antelope Creek Area Permit
UIC Permit No. UT20736-00000
Well ID: UT20736-04554
Ute Tribal No. 19-14, Duchesne County, Utah

Dear Mr. Smith:

The Petroglyph Operating Company, Inc. (Petroglyph) request to convert the former
Green River Formation oil well Ute Tribal No. 19-14 to an enhanced recovery injection well in
the Antelope Creek Waterflood project is hereby authorized by the Environmental Protection
Agency (EPA) under the terms and conditions of the Authorization For Additional Well.

_ The addition of the proposed injection well, within the exterior boundary of the Uintah &
Ouray Indian Reservation, is being made under the authority of 40 CFR §144.33 (c) and terms of
the Antelope Creek Waterflood UIC Area Permit No. UT20736-00000. Unless specifically
mentioned in the enclosed Authorization For Additional Well, the Ute Tribal No. 19-14 is
subject to all terms and conditions of the UIC Area Permit UT20736-00000 as modified.

Please be aware that Petroglyph does not have authorization to begin injection operations
into the well until all Prior to Commencing Injection requirements have been submitted and
evaluated by the EPA, and Petroglyph has received written authorization from the Director to
begin injection.

Prior to receiving authorization to inject, the EPA requires that Petroglyph submit for
review and approval the following: (1) the results of a Part I (Internal) mechanical integrity
test (MIT), (2) a pore pressure calculation of the injection interval, and (3) a completed EPA
Form No. 7520-12 Well Rework Record. :

{5 Printed on Recycled Paper
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The initial Maximum Allowable Injection Pressure (MAIP) for the Ute Tribal No. 19-14
was determined to be 1635 psig. UIC Area Permit UT20736-00000 also provides the
opportunity for the permittee to request a change in the MAIP based upon results of a step rate
test that demonstrates that the formation breakdown pressure will not be exceeded.

If you have any questions, please call Mr. Dan Jackson at (303) 312-6155 or
1.800.227.8917 (Ext. 6155). Please submit the required data to ATTENTION: DAN
JACKSON, at the letterhead address, citing MAIL CODE: 8P-W-GW very prominently.

Sincerely,

WA RN (A

fu Stephen S. Tuber
Assistant Regional Administrator
Office of Partnerships and Regulatory Assistance

encl: Authorization For Conversion of An Additional Well
EPA Form No. 7520-12 (Well Rework Record)

cc: without enclosures
Maxine Natchees, Chairperson
Uintah & Ouray Business Committee
Ute Indian Tribe
P.O. Box 190
Fort Duchesne, UT 84026

Chester Mills, Superintendent

BIA - Uintah & Ouray Indian Agency
P.O. Box 130

Fort Duchesne, UT 84026

cc: with enclosures;
Elaine Willie
Environmental Coordinator
Ute Indian Tribe
P.O. Box 460
Fort Duchesne, UT 84026
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Gil Hunt »

Technical Services Manager

Utah Division of Oil, Gas, and Mining
1594 West North Temple - Suite 1220
Salt Lake City, UT 84114-5801

Kirk Fleetwood, PE
BLM - Vernal District
170 South 500 East
Vernal, UT 84078




STATE OF UTAH
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FORM 9

DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

5. LEASE DESIGNATION AND SERIAL NUMBER:

14-20-H62-3514

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
Ute Tribal

7. UNIT or CA AGREEMENT NAME:

14-H62-4650

1. TYPE OF WELL

8. WELL NAME and NUMBER:

OIL WELL GASWELL []  OTHER Ute Tribal 19-14

2. NAME OF OPERATOR: 9. API NUMBER:
PETROGLYPH 43-013-31946
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
BOX 607 oy ROOSEVELT srare UT 584066 (435) 722-2531 Antelope Creek
4. LOCATION OF WELL

FooTaGEs AT sUrRFace: 601'FSL 1922'FWL county: \DUCHESNE

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW ~ 19 5§ = 3W STATE:

UTAH

1.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION

TYPE OF ACTION

[7] acibize

[ Actercasine

O

NOTICE OF INTENT
{Submit in Duplicate)}

Approximate date work will start: D CASING REPAIR

12/16/2011 [] crance To PREVIOUS PLANS
] cHance TuBING
[¥] SUBSEQUENT REPORT [] cHANGE WELL NAME

(Submit Original Form Oniy)
[[] cHancEweLLsTATUS
Date of work completion:

12/29/2011

] convertweL Tvee

[C] coMMINGLE PRODUCING FORMATIONS

[] oeeren REPERFORATE CURRENT FORMATION
] FracTure TREAT [J sipetrack TO REPAIR WELL

[] w~ewconstrucTioN [] vemporariLy AaNDON

[] operator crange [] tusine Repair

[C] Pruc anD ABaNDON [] venToRFLARE

[ pruesack [] water DisPosaL

[J ProDUCTION (START/RESUME) [] water sHuT-0FF

[C] RrectamaTion oF weLL sive [ omer:

] RECOMPLETE - DIFFERENT FORMATION

12,

DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

12/16/2010 Petroglyph operating move in work over rig to Preform Reperf and acid job fo enhance well. Perf's as follows:

Reshot Perf's

4,624'- 27' @ 4 spf @ 120* phased
4,655'- 58' @ 4 spf @ 120* phased
4,663'- 66' @ 4 spf @ 120" phased
4,672'-78' @ 4 spf @ 120" phased
4,880'- 84' @ 4 spf @ 120* phased
4,912'- 18' @ 4 spf @ 120* phased
5,042'- 45’ @ 4 spf @ 120* phased
5,050- 56' @ 4 spf @ 120* phased
5,068- 72' @ 4 spf @ 120* phased
5,422 33' @ 4 spf @ 120* phased
5,439'- 48' @ 4 spf @ 120* phased
5,450- 54' @ 4 spf @ 120* phased
5,475-79' @ 4 spf @ 120* phased

Acid Jobs:

4624'-78 w/ 1000 gal 15% Hcl
4880'- 4918' w/ 1000 gal 15% Hcl
5042'-72 w/ 1000 gal 15% Hcl
5422'-79' w/ 1000 gal 15% Hcl

Acid containing: 4000 gal 15% Hcl, 275 gal exylene, 28 gal
Cl 200 Corrosion Inh, 21 gal Fe 100 Iron
35 gal Fe 200 Iron, 7 gal MA844WSurfactant

Run Prod Tbg, Swab Back Acid job Till Solid 6PH. Place Well Back to Prod

NAME (PLEASE PRINT) JASPN Bywater e Distrist Supervisior

SIGNATURE DATE // /2{ //"/

(This space for State use only) " R E C E IVE D
ANZ8 20n
DIV. OF OiL, GAS & MINING

(5/2000) (See Instructions on Reverse Side)
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Frac Tech Services, LTD
Proposal No: 11-0000618 Revision 1 4395 E 4700 South
AFE No: . Vernal, UT 84079
Petroglyph Operating Co. Inc.
Ute Tribal 19-14
API No. 43-013-31966
Duchesne County, Utah
December 22, 2010
15% HCI Treatment
1
8 bpm via Casing & Tubing
Frac Tech Services, Ltd.
Prepared For: District Manager:
Leon Roush Brett Truss
Office: Office: 453-781-1953
Fax: E-Fax: 435-781-1945
Cell: 435-823-6195 Cell: 435-790-4090
E-Mail: E-Mail: btruss@fractech.net
Prepared For: Sales Representative:
Vernon J. Fitchette
Office: Office: 435-781-1953
Fax: E-Fax: 435-781-1945
Cell: Cell: 435-790-3109
E-Mail: E-Mail: viitchette@fractech.net
Reviewed By: Prepared By:
Vernon J. Fitchette
Office: #N/A Office: 435-781-1953
E-Fax: #N/A E-Fax: 435-781-1945
Celk: #N/A Cell: 435-790-3109
E-Mail: #N/A E-Mail: vfitchette@fractech.net

QR
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Frac Tech Services, LTD

4395 E 4700 South

Vernal, UT 84079

Customer Name:
Billing Address:

F

Petroglyph Operating Co. Inc.
PO Box 7608
Boise, ID 83707

Field Receipt No: 11-0000618

Stage: 1

Revision:

Date
Page

1

1 12/22/2010

: 1of 1

Sales: Vernon J. Fitchette-70-405
AFE 0

Lease Name: Ute Tribal 19-14
Job Description: 15% HCI Treatment
Job Depth: 5,182 to 5,818
API Number: 43-013-31966
Legal Description: S19-T5S8-R3W
County / State Duchesne County, Utah
AUXILIARY CHARGES _
Item Quanity Description Rate Unit Gross Discount Net |
DA003 / DA003 1.00 AUX - Acid Monitoring Van $ 1,000.00 per stg $ 1,000.00 75.00% $ 250.00 I
Subtotal $ 1,000.00 $ 250.00 |
MISC CHARGES
| HEMO1 / HEMO1 120.00 MISC - Mileage Heavy Venhicle $ 7.25| univmile | $ 870.00 75.00% $ 217.50
I LEMO1 / LEMO1 60.00 MISC - Mileage Light Vehicle $ 440 | unitmile | $ 264.00 75.00% $ 66.00
I FC24 1.00 MISC - Fuel Charge Acid Jobs $ 218.75 per hr $ 218.75 0.00% $ 218.75
I SSI103 1.00 MISC - Field Performance Incentive (Non-Frac) $ 150.00 per day $ 150.00 0.00% $ 150.00
Subtotal $ 1,352.75 3 652.25
PUMP & BLENDER CHARGES
AFPO1 1.00 P&B - Acid Pump 0-2500 psi, Non Energized $ 3,700.00 | ea/tst2hrs | § 3,700.00 75.00% $ 925.00 |
AT002 0.00 P&B - Acid Transport > 2000 gal $ 150.00 per hr $ - 75.00% $ - I
Subtotal $ 3,700.00 $ 925.00 |
MATERIAL CHARGES i
A3002/ AAQ16 3500.00. [CHEM-10.1% - 15% HCL $ 1.47 per gal $ 5,145.00 0.00% $ 5,145.00
CI-200 / M2036 28.00 CHEM - CI-200 (Corrosion Inhibitor) $ 72.80 per gal $ 2,038.40 0.00% $ 2,038.40
M2012 / M2011 21.00 CHEM - FE 100L (Iron Chelator) $ 53.32 per gal $ 1,119.72 0.00% $ 1,119.72
FE-200L / M2012 35.00 CHEM - FE 200 (Iron Chelator) $ 30.24 per b $ 1,058.40 0.00% $ 1,058.40
M2019 / M2024 7.00 CHEM - MA-844W (Microemulsion Surfactant, CESI)} $ 158.00 per gal $ 1,106.00 75.00% $ 276.50
MSA01/M2154 0.00 CHEM - Mutual Solvent (MSA-1) $ 87.12 per gal $ - 75.00% $ -
Misc Chem 50.00 Sodium Bi-Carbonate $ 0.43 per Ib $ 21.50 75.00% $ 5.38
Subtotal $ 10,467.52 $ 9,643.40
Total $  16,520.27 $ 11,470.65

Authorization to Begin Service
I hereby authorize the work to commence per the service instructions and in accordance with the terms and conditions printed on

the backside of this form and | represent that | have the authority to accept and sign this Field Receipt and Order on behalf of the Customer.

Completed Services
| certify that the materials and services listed above were satisfactorily received and all services were performed in a good and workman like manner.

Signature

Signature
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STATE OF UTAH

FORM 9

DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

5. LEASE DESIGNATION AND SERIAL NUMBER:

14-20-H62-3514

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to dritl new wells, significantly deepen sxisting wells below current bottom-hole depth, reenter plugged wells, or to
drifl horizontal laterais. tyse APPLICATION FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
Ute Indian Tribe

7. UNIT or CA AGREEMENT NAME:

14-20-H62-4650

1. TYPE OF WELL

8. WELL NAME and NUMBER:

onwerl M1 easwewl [ oTHER Ute Tribal 19-14

2. NAME OF OPERATOR. 3. AP1 NUMBER.
Petroglyph Operating Company Inc. 4301331966
3. ADDRESS OF OPERATOR. PHONE NUMBER. 70, FIELD AND FOOL, OR WILDCAT.
P.O. Box 607 py Roosevelt srare UT 84066 (435) 722-2531
4. LOCATION OF WELL

FooTaces aT surrace: 601" FSL, 1922' FWL county. Duchesne

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 19 58 3W STATE: .

UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION

TYPE OF ACTION

] NOTICE OF INTENT
{Submit in Duplicate)

Approximate date work witl start:

12/16/2010

[ ] SUBSEQUENT REPORT
{Submit Origina! Form Only)

Date of work completion:

/] acioize

[] ALErcasinG

[[] casie rePair

[} crance ToprREVIOUS PLANS
[] cranceTuBING

[7] crance weLL name

[[] chance weLL sTATUS

[[] coMMINGLE PRODUCING FORMATIONS
] comvertwere Tvee

REPERFORATE CURRENT FORMATION

[] oeerPen

[T] eracTURE TREAT [} sioeTrack TO REPAIR WELL

[] newconstrRucTiON [[] vemporariLY ABANDON

OPERATOR CHANGE [] tusincrepar
PLUG AND ABANDON ] venrorruare
PLUG BACK [} water DisPosaL

[[] waver swur-oFF

[ orrer

PRODUCTION (START/RESUME)
RECLAMATION OF WELL SITE

Ooooogan

RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Petroglyph Operating plans on moving in work over rig to perform re-perf and acid job to enhance well. Perf's as follows:

Reshot Perf's

4,624'-27' @ 4 spf @ 120* phased
4,655'-58' @ 4 spf @ 120* phased
4,663-66' @ 4 spf @ 120* phased
467278 @ 4 spf @ 120" phased
4,880'-84' @ 4 spf @ 120* phased
4,912'-18' @ 4 spf @ 120" phased
5,042-45' @ 4 spf @ 120* phased
5,050'-56' @ 4 spf @ 120* phased
5.068-72' @ 4 spf @ 120* phased
5,422'-33' @ 4 spf @ 120" phased
5,439'-48' @ 4 spf @ 120* phased
5,450'-54' @ 4 spf @ 120* phased
5,475-79 @ 4 spf @ 120" phased

Acid Jobs: COPY SENT TO OPERATOR
4,624-78' wl 1000 gal 15% Hel pate: /1 2 Z/ 20! ]
4,880"4,918" w/ 1000 gal 15% Hcl =
5,042'-72" w/ 1000 gal 15% Hel O

5,422'-79" wl 1000 gal 15% Hcl

Acid containing : 4000 gal 15% Hcl, 275 gal exylene, 28 gal Cl 200
Corrosion Inh, 21 gal FE-100 tron, 35 gal Fe 200 iron,
7 gal MA844W surfactant.

Ran production tbg, swab back acid job till solid PH of 6. Put well to pump.
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